MP-38 / 40 (Germany)


Caliber: 9x19mm Luger/Para 
Weight: 4,7 kg loaded, 4,03 kg empty
Lenght (stock closed/open): 630/833 mm
Barrel lenght: mm
Rate of fire: 500 rounds per minute
Magazine capacity: 32 rounds
Effective range: ca. 100 meters 

The MP-38 and MP-40, often incorrectly referred as "Schmeissers", were developed by german engineer Follmer at the Erma company and adopted by Wehrmacht (German Army) in 1938 and 1940, respectively. The MP-40 is a further modification of the MP-38. Total of some 1.2 millions of MP-38/40 were manufactured prior and during WW2. Initially, MP-38 was intended for use by paratroopers and vehicle crews, but later was widely used by german infantry. 

Both MP-38 and MP-40 were blowback operated, full auto only submachine guns. MP-38 featured steel machined receiver, while MP-40 featured stamped receiver and stamped magazine veil to make the gun cheaper. The charging handle (located at the left side of the receiver) was used as a safety, locking the bolt in forward or rearward position when placed in cut slots in the receiver. Both MP-38 and MP-40 fired from the open bolt. Both featured special rate of fire reducer, that resulted in very controllable rate of fire of some 400-500 rounds per minute. Both guns featured special detail below the barrel to use the guns from armoured wehicles. Both guns featured underfolding steel buttstock. Both MP-38 and MP-40 featured fixed and hooded front sight and flippable rear sight with settings for 100 and 200 meters. 

The main drawbacks of the MP 38/40 were the lack of the front handguards that often resulted burned hands during the sustained fire, and the lack of the effective range, when compared to its soviet counterparts (PPSch-41, PPS-43), chambered for more powerful 7.62mm TT round.

Walther MPL / MPK (Germany)
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Walther MPL
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Walther MPL
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Walther MPK with removed butt

	
	MPL 
	MPK 

	Chamber: 
	9 mm Luger 
	9 mm Luger 

	Weight unloaded: 
	3.0 kg 
	2.83 kg 

	Length: 
	746 / 462 mm 
	659 / 381 mm 

	Barrel length: 
	260 mm 
	173 mm 

	Rate of Fire: 
	550 rounds/min 
	550 rounds/min 

	Effective range: 
	200 m 
	100 m 

	Capacity: 
	32 rounds 
	32 rounds 


The Walther MP series of submachine guns had been developed by Karl Walther company in 1963. This family included 2 weapons MPL (MachinenPistole Lang - Long Submachine gun) and MPK (MachinenPistole Kurz - Short Submachine gun). The only difference between MPL and MPK was in barrel and barrel shroud lenghts, otherwise both guns were similar. The MPL and MPK were used by some German police forces, and only one significant export sale was to the Mexican navy. Production of the MPL/MPK had been ceased in 1987. 

Both MPK and MPL are blowback operated weapons, with "L"-shaped bolts, most part of which, in forward position, was located above the barrel, to save the lenght of the receiver. The receiver had been made from stamped steel and formed a vented heatshield in the front part of the gun. Guns were select-fire, with safety-fire selector switch at the left side of the receiver, behind the trigger. Sights were of flip-up type with 2 settings, for 100 and 200 meters (for MPL), side-folding buttstock was made from thin steel tubes. 

Heckler und Koch MP-5k (Germany)
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HK MP-5K - original variant, with "S-E-F" trigger unit and the standard 30-rounds MP-5 magazine 
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HK MP-5KA4 - the most modern variant with ambidextrous, 4-position selector trigger unit and short, 15-rounds magazine 
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HK MP-5K-PDW - a "Personal Defense Weapon", with proprietary side-folding buttstock and a three-lug muzzle that can accept quick-detachable MP-5 silencers 
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MP5K in the special carrying case 

Click here for the explode view of the MP5K (63Kb JPEG) 

Caliber: 9x19mm Luger/Para 
Weight: 2 kg without magazine
Length (stock closed/open): 325 mm
Barrel length: 115 mm
Rate of fire: 900 rounds per minute
Magazine capacity: 15 or 30 rounds
Effective range: about 25 meters 

The MP-5K compact submachine gun (K stands for "Kurz" in German, that means "short") had been developed by the German company Heckler-Koch for various counter-terror and security units, that needed a short-range weapon with serious firepower. The HK MP-5K can be easily concealed under the clothes, in the glove compartment of a car, or in the special carry/fire suitcase. It also allows the high mobility in the confined spaces and in the crowd. The price for this features is the short effective range of fire, limited by the short barrel, short sighting line, and the lack of the buttstock. MP-5K is also manufactured under license in Turkey and Iran, and is widely used by various Law Enforcement and VIP protection units worldwide. In the mid-1990s HK developed a derivative of the basic MP-5K, called the HK MP-5K PDW, or Personal Defense Weapon. This weapon is intended for issue to military personnel, who usually is issued with the pistol. MP-5K PDW is much more compact than most of modern submachine guns yet it offers much more firepower than any military pistol. The most limiting factor to the popularity of the MP-5K PDW as the military sidearm is its very limited penetration against personal protection means, like the helmets and body armour. It may, by my opinion, seriously benefit from using the latest Russia-developed 9x19mm Armour Piercing ammunition, which is currently adopted by the Russian Army and the Internal Affairs Ministry of Russia. 

Technically, the MP-5K is no more than a shortened HK MP-5 submachine gun, with no stock and with vertical front grip instead of the more conventional forend. MP-5K uses the similar stamped steel receiver and the same plastic detachable trigger units, available for standard MP-5. It also uses the same magazines. The sights on the MP-5K can be of the same pattern as on the MP-5 (hooded post front, drum adjustable diopter rear), or the low-profile non-adjustable fixed sights. The MP-5K PDW differs from the MP-5K by having a plastic side-folding stock (designed and made in the USA by the Choate Machine & Tool Co under the HK USA contract). The other visible difference is the three-lugged barrel, that can accept any silencers, compatible with the standard MP-5. All models of the MP-5K can be fitted with various laser sights and other accessories. 

It is interesting to know that during the 1980s HK manufactured a semi-automatic only version of the MP-5K for the civilian market. It was called the SP-89, and visually differed from the MP-5K by the lack of the front grip. The SP-89 has been included in the US 1994 "Assault weapons ban" and is no longer imported to the USA, and, most probably, no longer made

Heckler und Koch UMP (Germany)
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HK UMP-45
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HK UMP-40 with optional equipment: red-dot sight, tactical frontgrip and flashlight

[image: image10.jpg]



HK UMP-9 (note curved magazine)

Caliber: .45ACP, .40SW and 9x19mm Luger/Para 
Weight: 2.1 - 2.2 kg empty
Lenght (stock closed/open): 450 / 600 mm
Barrel lenght: 200 mm
Rate of fire: 600 - 700 rounds per minute
Magazine capacity: 10, 25, 30 rounds
Effective range: 100 meters 

The UMP (Universal Machinen-Pistole = Universal Submachine Gun) had been developed by the Heckler & Koch company of Germany in the mid- to late- 1990s and first appeared on the markets in 1999. The key idea behind the UMP was to ceate lightweight and powerful submachine gun, that also will be cheaper than one of the J&K's flagships, the MP-5. UMP, being targeted primary for USA law enforcement market, first appeared in .45ACP and .40SW chamberings, and later - in 9mm. 

The UMP is a blowback-operated select-fire submachine gun, being fired from the closed bolt. The receiver is made from the polymer, the controls are fully ambidextrous. UMP can be fired in full-auto, in single shots, and in 2 or 3 round bursts (optional). UMP also has bolt hold-open device, which traps the bolt in the open position when the last round from magazine had been fired. UMP has side-folding buttstock and two set of picatinny rails - one on the top of the receiver, and the other - on the forend. These rails can accept wide variety of sighting and other equipment, such as red-dot sights, laser pointers, tactical grips and flashlights. The barrel has quick mount for snap-on silencer.

